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PAVEMENT SCHEDULE 559 Jones Frankin R ot 164 PROJECT REFERENCE NO. SHEET NO.
i el TRl R—-2562D 2-E
c1 | 50 mm ASHPALT CONC. SURFACE Fa 919 8518107 ROADWAY DESIGN PAVEMENT DESIGN
COURSE, TYPE $9.5C ENGINEER ENGINEER
co | 60 mm ASHPALT CONC. SURFACE TRANSPORTATION PLANNING/DESIGN ~ BRIDGE/STRUCTURE DESIGN ‘\\ “\}:‘gﬂo" ,,'
COURSE, TYPE SF9.5A CNVIL/SITE DESIGN — GIS/GPS — CONSTRUCTION OBSERVATION :Q “SS / %
c3 | 70 mm ASHPALT CONC. SURFACE $ "0 -;‘
COURSE, TYPE §9.5C i 3
VAR. ASHPALT CONC. SURFACE (E_ - - @ _ _ : ‘ﬁ
C4 | COURSE, TYPE SF9.5A Y3 YIZ2 o
VAR. ASHPALT CONC. SURFACE | . Y, pon
C5 | COURSE, TYPE 59.5C : ! "':.O.f..“..’ﬁ’t\ o
D1 |80 _mm_ASHPALT CONC. : | /
INTERMEDIATE COURSE, TYPE 119.0C I : sofarfoy
b7 | 110 _mm ASHPALT CONC. 3.0m 13.6m 3.0m !
INTERMEDIATE COURSE, TYPE 119.0C " ,
% 'AR. s VAR
VAR. ASHPALT CONC. 3.1m 3.1m 3.1m 3] 2.4 25 vTo 4.5 25m TO 4.5
D3 | NTERMEDIATE COURSE, TYPE 119.0C o -+ - s & = M. pow ™
.O0m Kelirs
75 mm ASHPALT CONC. ORIGINAL GROUND T I N ORIGINAL GROUND ' ®
E1 | BASE COURSE. TYPE B25.0C 5 ORIGINAL GROUND 1.2m @ : 1.2m
E2 80 mm ASHPALT CONC, . 1 ,0.3m C | %?31 03m, | ) . gm
BASE COURSE, TYPE B25.0B ‘m®\ r o e /@‘w ORIGINAL GROUND o ! o
E3 |90 mm ASHPALT CONC. —Ng__ _ ' = _ =N W
BASE COURSE, TYPE B25.0B . e T —— — T—-—g ~~~~~ == —= = igb’“** "
90 mm ASHPALT CONC. > R1 . R1 . : ORIGINAL GROUND
E4 | BASE COURSE, TYPE B25.0C ORIGINAL GROUND 170mm l W omm | ORIGINAL GROUND 140mm VAR’ABLE 140mm
E5 ]BX)SEmgOSg?Eﬁ A O o8 GRADE TO THIS LINE GRADE TO THIS LINE (SEE PLANS FOR WIDTH & LOCATION) ORIGINAL GROUND
GRADE TO THIS LINE
E6 ;K’SEmg’oG@EPAgPECB)?SCb c TYPICAL SECTION NO. 18
£7 | VAR. ASHPALT CONC. ® NOTE: ADD 1.2m FOR GUARDRAIL TYPICAL SECTION NO. 19
BASE COURSE, TYPE B25.08 © NOTE: ADD 1.0m FOR GUARDRAIL
VAR. ASHPALT CONC.
E8 | ¥ CODRSE TIPL B25.0C USE TYPICAL NO. 18 FOR THE FOLLOWING
R1 | 750 mm CONCRETE CURB & GUTTER —¥3- §TA.10+22.992 TO STA.10+80.000 USE TYPICAL NO. 94 FOR THE FOLLOWING
5 | 3 2m CONGRETE EXPRESSWAY GUTTER Y12~ STA. 10+ 34.874 TO STA. 10+ 80.000
LM .
C -Y4-, -Y4A-
R3 |125 mm MONOLITHIC CONC. ISLAND .
!
S |100mm CONCRETE SIDEWALK i
T | EARTH MATERIAL !
l
. VAR. VAR.
U EXISTING PAVEMENT 2.4m ® 2.6m TO 4.5m _l_ 2.7m TO 4.5m 2.4m ptm 0.6 m 18 m 1.8 m 0.6 m
W |VARIABLE DEPTH ASPHALT PAVEMENT
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ORIGINAL GROUND

ORIGINAL GROUND

¢ -LREV-
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> VAR, . 4.7+/- 10 11.8+/- >
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TYPICAL SECTION NO. 22

USE TYPICAL NO. 22 FOR THE FOLLOWING

~LREV- 28 +40+/~ TO 36+98+/ RT

| é
| 150mm O
GRADE TO THIS LINE

w—--—-—....._

TYPICAL SECTION NO. 20

® NOTE: ADD 1.0m FOR GUARDRAIL

USE TYPICAL NO. 20 FOR THE FOLLOWING

ORIGINAL GROUND

-Y4- STA.10+20.000 TO STA.10+77.525
-Y4A- STA. 10+21.163 TO STA.10+50.000

— ORIGINAL GROUND

4:7\

VAR. 3.9 TO 7.4

ORIGINAL GROUND

ORIGINAL GROUND

¢ -L2REV-

_VAR. 3.9 T0 5.4 , _

<YAR. 4.5 T0 3.6

TYPICAL SECTION

~ ORIGINAL GROUND

NO. 23

USE TYPICAL NO. 23 FOR THE FOLLOWING

~L2REV~ 48494 +/~ TO 51+16+/~
-L2REV- 52+10+/~ TO 52+88+/

ORIGINAL GROUND

-7 ORIGINAL GROUND

A L PAVEMENT OR ABC -I
GRADE TO THIS LINE

TYPICAL SECTION

NO. 21

USE TYPICAL NO. 21 FOR THE FOLLOWING

DRIVEWAYS

ORIGINAL GROUND_. _. _ o

ORIGINAL GROUND

Y

¢ -LREV-

-t VARIABLE 9.0 T0 12.6 n

GRADE TO |
THIS LINE
TYPICAL SECTION NO. 24

USE TYPICAL NO. 24 FOR THE FOLLOWING
-LREV- 33+34+/~ TO 34+64+/~ LT

*NOTE: TEMPORARY PAVEMENT IS TO BE CONSTRUCTED UP TO THE

PROPQOSED PAVEMENT ELEVATION NOT INCLUDING THE FINAL
LAYER OF SURFACE COURSE

PROPOSED CURB & GUTTER AND FINAL LAYER OF SURFACE COURSE
ARE TO BE PLACED AFTER REMOVAL OF TEMPORARY PAVEMENT AT
ABOVE-MENTIONED LOCATION




